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AMENDMENT TO THE CLAIMS i 

I 

The listing of claims, will replace all prior versions, and listings, of claims in tht 
application. I 

i 

Listing Of Claims, 



Claims 1-33. (Cancelled) 

34. (Currently Amended) A system for labeling of a container including a medication, j 

i 

comprising at least one of a bottle and a package, with a label providing information regarding 



the medication to a consumer thereof, the system comprising: 

a label reducing tool to reduce the label in a redu ced orientation while maintaining barcode 
indicia visible for subsequent scanning : 

a label securing adhesive application device, which applies a label securing adhesive to the label 
such that the label is capable of being maintained in e die reduced orientation; 

i 

a surface securing adhesive application device, which applies a surface securing adhesive to the 
reduced label such that the reduced label is capable of being attached to the container,. 

a label shuttle block, wherein the label shuttle block conveys the reduced label from the label 
reducing tool to the surface securing adhesive application device; and 
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a barcode reader, wherein the barcode reader scans a the barcode printed on the reduced label to 
facilitate correct matching of the reduced label to the container. j 



35. (Original) The system of claim 34, wherein the label shuttle block further removes he label 
from the label reducing tool. 



36. (Original) The system of claim 34, further comprising a controller that controls an operation 
of the system. 



37. (Previously Presented) A system for labeling of a container including a medication, 
comprising at least one of a bottle and a package, with a label providing information regarding 
the medication to a consumer thereof, the system comprising: , 

a label reducing tool; 1 

a label securing adhesive application device, which applies a label securing adhesive t6 the label 
such that the label is capable of being maintained in a reduced orientation; 

a surface securing adhesive application device, which applies a surface securing adhesive to the 
label such that the label is capable of being attached to the container; and 



3 
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a label shuttle block, wherein the label shuttle block conveys the label from the label reducing 

J 

tool to the surface securing adhesive application device, ( 

wherein the label reducing tool comprises a flat, rectilinear device, with a first and secofid end, 

with at least one of the first end and second end being attached to a rotation device, the dotation 

i 

device enabling the label reducing tool to be rotated along an axis of rotation. 



38. (Previously Presented) The system of claim 34, further comprising at least one era sing 
wheel, wherein the at least one creasing wheel creases the label as the label is being folded by 
the label reducing tool. ( 



39. (Previously Presented) The system of claim 38, further comprising a second creasing wheel, 

wherein the second creasing wheel creases the label after the label has been folded by ifie label 

i 

reducing tool. 



40. (Original) The system of claim 34, wherein the label shuttle block comprises a vaoium pad, 
which enables the label to be kept in a secure position during transport of the label. 
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41 . (Previously Presented) A system for labeling of a container including a medication; 
comprising at least one of a bottle and a package, with a label providing information regarding 
the medication to a consumer thereof; the system comprising: 

a label reducing tool; 

i 

label securing adhesive application device, which applies a label securing adhesive to| the label 



a 

such that the label is capable of being maintained in a reduced orientation; 



a surface securing adhesive application device, which applies a surface securing adhesive to the 
label such that the label is capable of being attached to the container; j 



a label shuttle block, wherein the label shuttle block conveys the label from the label reducing 
tool to the surface securing adhesive application device; and I 

i 

a spring loaded ridge, wherein the spring-loaded ridge enables the label to be remoyedterom the 
label reducing tool without causing damage to the label. I 



42, (Cancelled) 



43. (Previously Presented) A system for labeling of a container including a medication, 
comprising at least one of a bottle and a package, with a label providing information regarding 
the medication to a consumer thereof, the system comprising: 

5 
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i 

a label reducing tool; 

a label securing adhesive application device, which applies a label securing adhesive tofthe label 
such that the label is capable of being maintained in a reduced orientation; 

a surface securing adhesive application device, which applies a surface securing adhesive to the 
label such that the label is capable of being attached to the container; 

a label shuttle block, wherein the label shuttle block conveys the label from the label reputing 
tool to the surface securing adhesive application device; > j 

i 

further comprising: i 

a first barcode reader, wherein the first barcode reader scans a barcode printed on the l^bei 

before the label is folded by said label reducing tool; and j 

i 

a second barcode reader, wherein the second barcode reader scans a barcode printed oq the label 
after the label is folded, wherein the first barcode reader and the second barcode reader! facilitate 
correct matching of the label to the container. 



44. (Original) The system of claim 43, wherein the second barcode reader scans the barcode on 
the label before the label is affixed to the container. 

i 

6 
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45. (Original) The system of claim 43, wherein the second barcode reader scans the barcode on 
the label after the label i$ affixed to the container. , 



46. (Original) The system of claim 34, wherein the label is between 1 1 inches and 12 inches in 
length and between 1.25 inches and 1 .75 inches in width. 



47. (Original) The system of claim 46, wherein the label comprises; 



a customer information section; 



a medication information section; 



a use instructions of the medication section; 



a label securing section; 



at least one surface securing section; and 



a barcode section. 



48. (Original) The system of claim 46 f wherein (he label securing section is between .75 inches 
and 1 inch in length and between 1 .25 inches and 1 .75 indies in width. 
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49, (Original) The system of claim 44, wherein the at least one surface securing section is 
between 1 .5 inches and 1 .75 inches in length and between 1 .25 inches and 1 .75 inches ki width. 



50. (Previously Presented) A system for labeling of a container including a medications 
comprising at least one of a bottle and a package, with a label providing information regarding 

the medication to a consumer thereof, the system comprising: j 

i 

a label reducing tool; 

a label securing adhesive application device, which applies a label securing adhesive t<j the label 
such that the label is capable of being maintained in a reduced orientation; < 

a surface securing adhesive application device, which applies a surface securing adhesive to the 
label such that the label is capable of being attached to the container; and 

j 
i 

a label shuttle block, wherein the label shuttle block conveys the label from the label reducing 
tool to the surface securing adhesive application device; and 

a label rejection mechanism, the label rejection mechanism comprising: 

a pair of needles, wherein the needles are advanced through the label as the label lies dm the label 
shuttle block; 

a stripper plate, wherein the stripper plate holds the label in place on the label shuttle jlock as the 
pair of needles are applied to the label; and 



8 
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a disposal assembly. \ 

\ 



5 1 . (Original) The system of claim 50, wherein the disposal assembly comprises: 

a label reject vertical slide; j 

j 

a label reject horizontal slide; 

a label reject drop tube; and j 
a label reject bin. 

4 
I 

52. (Original) The system of claim 50, wherein the label shuttle block comprises a paiifof holds 
to accommodate the pair of needles as the pair of needles is applied to the label. 

53. (Original) The system of claim 34, further comprising an automated device for affixing the 

i 

label to the container. , 



54. (Original) The system of claim 53, wherein the automated device comprises: 
a robotic arm; and 
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a controller that controls the robotic arm. 



55. (Previously Presented) The system of claim 34, wherein the label securing adhe$iv<J enables 

the label to be unrolled and resecured in the rolled shaped by a user without damaging toe label. 

i 

I 
] 

56. (Currently Amended) A system for labeling of a container including a container including a 
medication, comprising at least one of a bottle and a package, with a label providing information 
regarding the medication to a consumer thereof, the system comprising: | 

i 

means for rolling the label, wherein the label is creased by the means for rolling; 



means for applying adhesive to an outer portion of the label; 

means for transporting the label from the means for rolling to the means for applying 



ajtihesive; 



I 



means for attaching the outer portion of the label to the container, wherein the adhesive affixes 
the label to the container; 1 



a barcode reader, wherein the barcode reader scans a barcode printed on the label to facilitate 
correct matching of the label to the containeiiand 

a second barcode reader, wherein the second barcod e reader scans a barcode printed og the label 
after the label is folded, wherein the first barcode re ader- and the second barcode reade| facilitate 
correct matching of the label to the container . 



10 

PAGE 1 5/33 * RCVD AT 7/20/2006 3:08:47 PM [Eastern Daylight Tone] * SVR:USPT0-EFXRF-1/7 * DNIS:2738300 * CSID:212 230 8888 * DURATION (mm-ss):09-26 



07/20/2006 15:20 FAX 212 230 8888 



WILMER CUTLER PICKERING 



©016/033 



Docket No.: 103864.1 34-US1 
Serial No. 10/634,990 



PATENT 



57. (Original) The system of claim 56, further comprising means for controlling an operation of 
the system, 



58. (Original) The system of claim 57, further comprising means for removing the 
means for rolling. 



from the 



59. (Currently Amended) A system for labeling of a container including a medication, I 
comprising at least one of a bottle and a package, with a label providing information regarding 
the medication to a consumer thereof, the system comprising: 

i 

means for reducing the label size, wherein the label is prepared by the means for reducing for 

i 

attachment to a surface; 

means for providing the label to means for reducing; 

means for applying a surface securing adhesive to at least one surface securing sectioriof the 
label; 

means for transporting label from the means for reducing to the means for applying the surface 
securing adhesive; 
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means for attaching the at least one surface securing section of the label to the container, wherein 
the surface securing adhesive affixes the label to the container; and ( 

i 

a barcode reader, wherein the barcode reader scans a barcode printed on the label to facilitate 

i 

correct matching of the label to the container* 

I 

wherein the means for reducing comprises a devic e with a first and second end, with aflleast one 



of the first end and second end being attached to a rotation device, the rotation device E nabling 
the label reducing tool to be rotated a long an axis of rotation. 



60. (Original) The system of claim 59, further comprising means for controlling an operation of 
the system. 

i 

I 

61 . (Previously Presented) The system of claim 59 further comprising means for removing the 
label from the means for reducing. 1 



62-67. (cancelled) 

i 
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68. (Currently Amended) A system foT labeling of a container including a medication, 
comprising at least one of a bottle and a package, with a label providing patient specifid 
information corresponding to a patient specific order, the system comprising: 

» 

a label reducing tool comprising a rotation devic e, the rotation device enabling the label reducing 

J 

tool to reduce the label using a rotation action bv the rotatio n device: , 

a label securing application device, which secures the label including the patierk specific 
information such that the label is capable of being maintained in a reduced orientation; j 

i 

a surface securing application device, which secures the label to the container such th^t the label 
i$ capable of being attached to the container; j 

a label shuttle block, wherein the label shuttle block conveys the label from the label reducing 
tool to the surface securing application device; and 

a label identifier system, wherein the label identifier system determines an identifier 
with the label to facilitate correct matching of the label including the patient specific information 
to the container comprising the patient specific order 

69. (Cancelled), 
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70. (New) A system for labeling of a container including a medication, comprising at least one of 
a bottle and a package, with a label providing information regarding the medication to k 
consumer thereof the system comprising: 

a label reducing tool to reduce the label in a reduced orientation while maintaining identification 
visible for subsequent viewing; 

a label securing adhesive application device, which applies a label securing adhesive t4 the label 
such that the label is capable of being maintained in the reduced orientation; ! 

a surface securing adhesive application device, which applies a surface securing adhesive to the 
reduced label such that the reduced label is capable of being attached to the container; j 

a label shuttle block, wherein the label shuttle block conveys the reduced label from the label 
reducing tool to the surface securing adhesive application device; and 

a label application device, applying the reduced label to the container while the identij cation is 
maintained visible for subsequent viewing. 



71. (New) A system according to claim 70, further comprising an identifier scanning device that, 
after the label is affixed to the medication container, an identifier on the reduced label as scanned 
providing a confirmation that the label is properly correlated with the medication. 
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72. (New) A system according to claim 71, wherein at least one of the identifier scanning device 
and another identifier scanning device scans another identifier on the reduced label, befbre the 

i 

reduced label is affixed to the medication container. j 

i 

i . , 

73. (New) A system according to claim 71 , wherein at least one of the identifier scannfrig device 
and another identifier scanning device determines whether the identifier on the label anti another 
identifier on the container correspond via reference to a database, and wherein when the 
identifier and the another identifier do not correspond, the label is rejected, and when tl|e 
identifier and the another identifier correspond, the container with the reduced label seiured 

thereto is placed in a shipping container. < 

i 
I 

74. (New) A system according to claim 72, wherein at least one of the identifier scanning device 
and the another identifier scanning device comprise one of: separate bar code readers, jtnd the 
same bard code readers to facilitate correct matching of the reduced label to the container. 



i 
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